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HV DC power and data
for ISR UAVs,
communication relays
and airborne EW
jammers at 120 m
altitude

TETHERED REPEATER, 
ELINT OR EW JAMMER

CARRIER UAV

 



ADVANTAGES OF A
HV DC TETHER

FOR UAV SYSTEMS:

50 km line of sight from a

120 m height for repeaters

Extended flight time for

continuous surveillance

operations

Dramatically reduced

attrition of radio controlled

ISR drones due to EW

Reliable data transmission

in contested

electromagnetic

environments

Lightweight design for

rapid tactical deployment

Can be used with almost

any drone

Can be UGV mounted 

 TECHNICAL
SPECIFICATIONS

See It In Action: Schedule a
live demonstration (at least
10 days in advance) at your
base or training facility
Risk-Free Trial: Deploy our
complete tethered UAV
system at your facility
Your Mission, Our Technology:
Test with your existing drones
and operational scenarios
Custom Mission Profile: We'll
configure the system for your
specific requirements
Hands-On Training: Your
operators get certified during
the demo
Same-Day Setup: Complete
system deployment and
testing in one visit

FREE LIVE DEMO
OFFER

Ground Module input
options: 230 V Batteries
(Ecoflow, Allpowers, etc.),
generator 230 V

High Voltage DC power
cable with 1.2 kW electricity
transfer to 120 m altitude 

 
Integrated data cable for
secure, covert
communication: 100 Mbps

Cable yield strength: 30 kg

Cable weight: 120 m ~ 1 kg

 Drone carrying capacity 2
kg

 


